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Construction of the stylus. Important spare parts are available at www.haufwerk.com. 
If you need parts that aren't available there, simply contact us with the number from 
the diagram.

Technical data:
Weight without hose: ca. 240 g
Measurements without hose: 17 mm diameter, 160 mm length
Hose with connector plug NW 7.2: 6 mm diameter, 1.4 m length. Hose and scribe are
screwed together.
Working pressure with standard spring: 3 bar - 6,5 bar
Stroke frequency: ca. 34000 x per minute
Stroke length: ca. 1.2 mm
Air consumption at 6 bar: ca. 25 - 30 l/min



Head with bushing
Contains tip with pusher plate, spring, and O-ring. Unscrew manually to replace parts or to lubricate the 
O-ring. Air exits laterally unless the outside O-ring is removed.

HAUFWERK Air Scribe ENGLISH
Design and construction: Grip

Rubber-coated for 
optimal handling.

Stylus
Sharp tungsten carbide tip. Wear-
resistant and can be resharpened. Use 
caution to avoid injury.
Longer tips are available separately.

On/Off valve
Rotate to start/stop the air scribe.

Hose
6 mm diameter, 1,4 m 
length. Hose and scribe 
are screwed together.

Connector
Use the NW 7.2 plug to connect the scribe to 
your air supply. Max working pressure 6.5 bar. 
Lower pressure allows for finer control. The 
scribe operates above 2.5 bar.

Usage of the Air Scribe:
The air scribe is used for the preparation of fossils. It's a solid and inexpensive tool for beginners and 
covers the range from medium-coarse to fine preparation. Even if you later purchase more 
professional equipment, you'll continue to use this tool – it's useful to have access to different scribes 
depending on the application.

Connect the scribe to your compressed air supply and turn the on/off valve. The scribe will now start 
working. Hold it in your hand like a pen, grasping the head of the tool with your thumb, index, and 
middle fingers. Now place the tip on the rock and gently push the tool forward. The tip will now 
remove the rock.

Be careful not to apply too much pressure. First, let the scribe do the work itself and only occasionally 
assist. Avoid sideways pressure or levering with the tip, as this will cause the bushing to wear out 
and, in the worst case, could break the tip. With some experience, the noise produced by the scribe 
can give a hint as to whether you're applying too much pressure or just the right amount.

If the scribe spits out drops of water while working, it's advisable to use a water separator. We also 
recommend using a pressure regulator before the scribe to regulate the operating pressure and thus 
the force of the scribe. Suitable regulators are available at www.haufwerk.com.

Troubleshooting:
Scribe doesn‘t start:
• Check air pressure. It should be between 3 and 6.5 bar.
• Check the On/Off valve.

Scribe stutters or stops:
• Unscrew the head and remove the tip.
• Grease the O-ring on the pusher plate using a small (!) amount of oil or vaseline. Pressurized air 

will dry out the O-ring so it becomes less elastic. This procedure must be repeated every 10-20 
hours of operation.

• It is recommended to add a drop of oil to the air inlet every day.

Tip wobbles or doesn‘t move straight:
• The bushing is worn. Replace the head.
• Replacements are available at www.haufwerk.com

Tip is blunt:
• Resharpen or replace the tip.
• Replacement tips are available at www.haufwerk.com


